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1 TERMINOLOGIER/TERMINOLOGY 

 

 

 

Figur 1. Magasinrum/storage compartment. 

 

 

Figur 2. Teknikrum//technical control compartment. 
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2 UDSTYR/EQUIPMENT 

 

Gummistøvler, drivplader og -padler skal være rene ï ellers skal de vasket og desinficeres. 

Rubber boots, sorting paddle and pushing plate must be clean ï otherwise they must be cleaned and disin-

fected.    

 

 

Figur 3. Støvler/rubber boots. 

 

 

 

 

Figur 4. Drivplader/pushing plate. 
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Figur 5. Padler/sorting paddle. 

 

Flere eksempler på beskidt og defekt udstyr, der skal kasseres (iflg. DANISH Transportstandard): 

Examples of dirty and defect equipment that must be scrapped (according DANISH Transport Stand-

ard): 

 

 

Figur 6. Paddel, der er revnet, kan ikke garanteres ren indvendig og skal kasseres (iflg. DANISH Transportstandard). 

Paddle that is cracked cannot be guaranteed to be clean on the inside and must be scrapped (according to DANISH 

Transport Standard).   
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Figur 7. Drivbræt med skidt på og revner i skal kasseres (iflg. DANISH Transportstandard). 

Pushing plate with dirt or cracks must be scrapped (according to DANISH Transport Standard).   
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3 TRANSPORTBILER OG TILHØRENDE RUM/TRANSPORT VEHICLES AND COM-
PARTMENTS   

 

 

Figur 8. Rustnister ï OK/Rust flecks ï OK. 

 

 

Figur 9. Rustnister ï OK / Rust flecks ï OK. 

 

 














